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5 020_D_COVER_HSG_BK LCP (E471i) BLACK 1 1

4 020 SMT SOLDER PEG-LEFT (VTC) BRASS POST-TIN 1 1

3 020 SMT SOLDER PEG-RIGHT (VTC) BRASS POST-TIN 1 1

2 020 SMT TAB TML (VTC) BRASS POST-TIN 4 4

1
020_D_SMT_4M_V_HSG_BK PA9T GF30 BLACK 1 -

020_D_SMT_4M_V_HSG_NR PA9T GF30 NATURAL - 1
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PCB PATTERN

1. TOLERANCE : �#�0.05
 

ASSEMBLY WITHOUT COVER ASSEMBLY WITH COVER

 
 
 
 
 
 
 
 
 
 
 
 
  

(DELIVERY CONDITION)

ISO VIEW

ALL PINS and Solder Peg

TAB TERMINAL

1

2
3

4

(MAX. �n�4.0)
5

NOTE.
 
 
1. GENERAL TOLERANCE :REFER TO DIN16742 TG5 SPECIFICATION 
 
2. BURR 0.3 MAX.
 
3. NO CRACK
 
4. ALL LETTERS SHALL BE CLEAR AND LEGIBLE
 
 . MEASURING THE DIMENSIONS OF TAB TML AND SOLDER PEG.
 
6. FINISH TAB TML AND SOLDER PEG 
 
   TIN PLATING 2.0~4.0um MATTE
   OVER NICKEL PLATING 0.8~2.0um MATTE
 
7. PACKING : EMBOSS TAPE 
 
8. FLAMMABILITY : UL94 - HB
 
9. VACUM GRIP AREA FREE OF BURR AND FECTOR PINS. MAX�n�4.0mm

CIRCUIT NO.
CAVITY NO.

UJU LOGO.

CIRCUIT NO.1

SECTION  B-B

SEE DETAIL  A

SECTION  A-A
SEE DETAIL  B

DETAIL  A
SCALE  10:1

DETAIL  B
SCALE  10:1
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